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RULES AND REGULATIONS FOR THE 
CLASSIFICATION OF SPECIAL SERVICE CRAFT, July 2013 


Notice No. 2 


This Notice contains amendments within the following Sections of the Rules and Regulations for the 
Classification of Special Service Craft, July 2013. The amendments are effective on the dates shown: 


Part Chapter Section Effective 
date 
3 1 7 1 January 2014 
5 2 2 Corrigendum 
8 3 1 Corrigendum 


It will be noted that the amendments also include corrigenda, which are effective from the date of this Notice. 


The Rules and Regulations for the Classification of Special Service Craft, July 2013 are to be read 
in conjunction with this Notice No. 2. The status of the Rules is now: 


Rules for Special Service Craft Effective date: July 2013 
Notice No. 1 Effective date: 1 August 2013 & Corrigendum 
Notice No. 2 Effective date: 1 January 2014 & Corrigenda 


Part 3, Chapter 1 


Part 3, Chapter 1 
General Regulations 


Effective date 1 August 2013 


a Section 7 
Inspection, workmanship and 
testing procedures 


7.3 Testing procedures 


(Part only shown) 


Table 1.7.1 Testing requirements 


Item to be tested Testing procedure Testing requirement 


Watertight bulkheads, shaft tunnels, flats and recesses, Hose (2 See 7.3.5 
etc. 


Watertight doors (below freeboard or bulkhead deck) Hose (6 
when fitted in place 


Weathertight hatch covers and closing appliances Hose ($ 


Forepeak not used as tank Hose (2 


Shell doors when fitted in place Hose (7 


NOTES 

8. Onyachts, as defined in Chapter 1, a minor seepage of water up to 0,5 litres within 3 minutes, through the door, is permissible. 
Weathertight hatch covers and closing appliances to be tested are those on the weatherdeck in the forward 0,25Lp and those specified 
in Pt 3, Ch 4,6.5.2(b) and (c) of the Rules for Special Service Craft. 


Part 5, Chapter 2 


Part 5, Chapter 2 
Local Design Loads 


CORRIGENDUM 


E Section 2 
Definitions and symbols 


2.1 Parameters to be used for the determination 
of load and design criteria 


Bilge tangential 
points 


Fig. 2.2.2 
Definition of bilge tangential point and G, for craft 
with partially submerged hulls 


Fig. 2.2.2 
Afnition of bilge tangential point and G, for craft 
with partially submerged hulls 


Part 8, Chapter 3 


Part 8, Chapter 3 
Scantling Determination for Mono-Hull Craft 


CORRIGENDUM 


0O Section 1 
General 


1.14 Mechanical properties of sandwich laminates 


1.14.3 Where it is proposed to use a thicker core than 
assumed in 1.13.2, the required skin thickness, t,, is to be 
calculated from: 
b3 
A = La EL x 10-3 mm 
Eips ty 

where 

do = 0,446 for inner skins 
0,594 for outer skins 
Kg, Eins, b and p are as defined in 1.5.1. 
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